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B&D ESY Shutter TM





POPULAR ACCESSORIES

ESY Shutter TM Installs like a roller door that saves time

 Slat pre fitted to the drum at manufacture saving 
substantial installation time allowing you to 
maximise your efficiency

 ATA GDO-12RAS slim design to fit into tighter 
spaces. 

Strength, reliability and repairability as standard

 Galvanised and interchangeable 
0.6mm x 100mm steel slats 

 Aluminium extruded T section bottom rail with 
weather seal

 Welded spiral steel drum with angle reinforced 
steel brackets

S IMPLE  INSTALLAT ION

SECURE  DES IGN

SMART  AUTOMAT ION

Smart Phone 
Control Hub

Key Switch

A purposefully designed GDO-12RAS opener with 
everything you need as standard

  Plug and play 240v connection
  Battery backup as standard
  Two wireless remotes and one wall button with 
TricodeTM 128 bit encryption protocol

  Wired safety beams, for additional protection 
against entrapment

  Variable opening speed
  Smart app compatible (with optional smart 
phone control hub)

Wireless 
Keypad
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Heavy Duty 
Battery Backup



For more details on these products or our other 
ranges, call 13 62 63 or visit www.bnd.com.au
B&D Doors & Openers is a division of B&D Australia 
Pty Ltd, ABN 25 010 473 971. © 2022 B&D Australia. 

B&D ESY Shutter TM is made from powdercoated galvanised steel slats and can be used for light 
Industrial warehouse projects. Using the slimmest and most powerful opener in the range, the 
GDO-12RAS leads the way in control and connectivity with the option of smart phone control.

Preventative servicing of your garage door and opener is just as important as servicing your car. Much like the engine of your car, your 
garage door is made up of numerous moving parts designed to lift and lower your door safely and efficiently. We recommend servicing 
your B&D garage door once in the first 12 months and every two years thereafter in order to keep it in optimal working order, but also to 
maintain your warranty.

Standard Features 

 Aluminium extruded T section bottom rail 
     with weather seal 

 Galvanised steel slats with optional powder coating

 Welded spiral steel drum with angle steel brackets 

 70mm galvanised steel guides

  Integrated GDO-12RAS automation

  Curtain and drum preassemble for faster 
     installation time
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6/100 (0.6mm x 100mm)
For all-round light industrial applications - powered for configurations up to 4.6m x 4.3m.

DIMENSION TABLE

Product
Shutter 
Height 
(mm)

Shutter  
Width 
(mm)

Drum 
Size

Minimum 
Sideroom 

Opener Side

Minimum 
Sideroom 
Plain Side

Recommended  
Headroom

Axle to 
Lintel

Recommended 
Backroom

Width of  
Guide

Lintel of  
Bracket

Axle Opener Axle Bracket Axle to Wall Opener
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ESY 
Shutter

up to 2000 

up to 
4300 8’ 380 219 380 180

660

200

230

700 77 350
2001 - 3000 696 248

3001 - 4000 710 255

4001 - 4600 754 277

Range 




